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PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
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C. Install handhole.

E. Use existing handhole.
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H. Remove and replace concrete
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D. Install 3” polyvinyl chloride (Schedule 80)
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CONSTRUCTION DETAILS
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for the instal lation of signal equipment.

G. Use NEMA “6” base-mounted gabinet. cgntrol and distribution equipment. (Note:
2-4", a -3", PVC bends). The controller will be exchanged for

an ASC 11°S. Install the interconnect cable.

A. Use existing 3" polyvinyl chloride electrical conduit for installation of the 1/C cable.
B. Use existing 4” pelyvinyl chloride electrical conduit for installation of +the 1/C cable.

electrical conduit+ (+trenched) for the installation of the 1/C cable.

F. Install 4" polyvinyl chloride (Schedule 80) electrical conduit (bored) for the instagllation of the 1/C cable.
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1. This plan reflects only those underground utilities
that were apparent at the time of this location
being asbuilt. A detailed review was not undertaken
and the plan should not be construed as representing
all underground utilities in the areaq.

2. Any modificagtion to this subject signal should be
preceded by g thorough identification of all existing

utilities.
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